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SYSTEM FOR ESTIMATING PARAMETERS 
OF A GAUSSIAN MIXTURE MODEL 


BACKGROUND OF THE INVENTION 


1. Field of the Invention 

This invention relates to a system and method for process- 
ing signals to aid their classification and recognition. More 
specifically, the invention relates to a modified process for 
training and using both Gaussian Mixture Models and Hidden 
Markov Models to improve classification performance, par- 
ticularly but not exclusively with regard to speech. 

2. Description of the Art 

Gaussian Mixture Models (GMMs) and Hidden Markov 
Models (HMMs) are often used in signal classifiers to help 
identify an input signal when given a set of example inputs, 
known as training data. Uses ofthe technique include speech 
recognition, where the audio speech signal is digitised and 
input to the classifier, and the classifier attempts to generate 
from its vocabulary of words the set of words most likely to 
correspond to the input audio signal. Further applications 
include radar, where radar signal returns from a scene are 
processed to provide an estimate of the contents of the scene, 
and in image processing. Published International specifica- 
tion WO02/08783 demonstrates the use of Hidden Markov 
Model processing of radar signals. 

Before a GMM or HMM can be used to classify a signal, it 
must be trained with an appropriate set of training data to 
initialise parameters within the model to provide most effi- 
cient performance. There are thus two distinct stages associ- 
ated with practical use of these models, the training stage and 
the classification stage. With both of these stages, data is 
presented to the classifier in a similar manner. When applied 
to speech recognition, a set of vectors representing the speech 
signal is typically generated in the following manner. The 
incoming audio signal is digitised and divided into 10 ms 
segments. The frequency spectrum of each segment is then 
taken, with windowing functions being employed if neces- 
sary to compensate for truncation effects, to produce a spec- 
tral vector. Each element of the spectral vector typically mea- 
sures the logarithm of the integrated power within each 
different frequency band. The audible frequency range is 
typically spanned by around 25 such contiguous bands, but 
one element of the spectral vector is conventionally reserved 
to measure the logarithm of the integrated power across all 
frequency bands, i.e. the logarithm of the overall loudness of 
the sound Thus, each spectral vector conventionally has 
around 25+1=26 elements; in other words, the vector space is 
conventionally 26-dimensional. These spectral vectors are 
time-ordered and constitute the input to the HMM or GMM, 
as a spectrogram representation of the audio signal. 

Training both the GMM and HMM involve establishing an 
optimised set of parameters associated with the processes 
using training data, such that optimal classification occurs 
when the model is subjected to unseen data. 

A GMM is a model of the probability density function 
(PDF) of its input vectors (e.g. spectral vectors) in their vector 
space, parameterised as a weighted sum of Gaussian compo- 
nents, or classes. Available parameters for optimisation are 
the means and covariance matrices for each class, and prior 
class probabilities. The prior class probabilities are the 
weights of the weighted sum of the classes. These adaptive 
parameters are typically optimised fora set of training data by 
an adaptive, iterative, re-estimation procedure such as the 
Expectation Maximisation (EM), and log-likelihood gradient 
ascent algorithms, which are well known procedures for find- 
ing a set of values for all the adaptive parameters that maxi- 
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mises the training-set average ofthe logarithm ofthe model's 
likelihood function (log-likelihood). These iterative proce- 
dures refine the values of the adaptive parameters from one 
iteration to the next, starting from initial estimates, which 
may just be random numbers lying in sensible ranges. 

Once the adaptive parameters of a GMM have been opti- 
mised, those trained parameters may subsequently be used for 
identifying the most likely of the set of alternative models for 
any observed spectral vector, i.e. for classification of the 
spectral vector. The classification step involves the conven- 
tional procedure for computing the likelihood that each com- 
ponent of the GMM could have given rise to the observed 
spectral vector. 

Whereas a GMM is a model ofthe PDF of individual input 
vectors irrespective of their mutual temporal correlations, a 
HMM is a model of the PDF of time-ordered sequences of 
input vectors. The adaptive parameters of an ordinary HMM 
are the observation probabilities (the PDF of input vectors 
given each possible hidden state of the Markov chain) and the 
transition probabilities (the set of probabilities that the 
Markov chain will make a transition between each pair-wise 
combination of possible hidden states). 

A HMM may model its observation probabilities as Gaus- 
sian PDFs (otherwise known as components, or classes) or 
weighted sums of Gaussian PDFs, i.e. as a GMM. Such 
HMMs are known as GMM based HMMs. The observation 
probabilities of a GMM-based HMM are parameterised as a 
GMM, but the GMM-based HMM is not itself a GMM. An 
input stage can be added to a GMM based HMM however, 
where this input stage comprises a simple GMM. The log- 
likelihood ofa GMM-based HMM is the log-likelihood of an 
HMM whose observation probabilities are constrained to be 
parameterised as GMMs; it is not the log-likelihood of a 
GMM. Consequently, the optimisation procedure ofa GMM- 
based HMM is not the same as that of a GMM. However, a 
prescription for optimising a GMM based HMM’s observa- 
tion probabilities can be re-cast as a prescription for optimis- 
ing the associated GMM’s class means, covariance matrices 
and prior class probabilities. 

Training, or optimisation, of the adaptive parameters of a 
HMM is done so as to maximise the overall likelihood func- 
tion of the model of the input signal, such as a speech 
sequence. One common way of doing this is to use the Baum- 
Welch re-estimation algorithm, which is a development ofthe 
technique of expectation maximisation of the model's log- 
likelihood function, extended to allow for the probabilistic 
dependence of the hidden states on their earlier values in the 
speech sequence. A HMM is first initialised with initial, pos- 
sibly random, assumptions for the values ofthe transition and 
observation probabilities. 

For each one ofa set of sequences of input training vectors, 
such as speech-sequences, the Baum-Welch forward-back- 
ward algorithm is applied, to deduce the probability that the 
HMM could have given rise to the observed sequence. On the 
basis of all these per-sequence model likelihoods, the Baum- 
Welch re-estimation formula updates the model's assumed 
values for the transition probabilities and the observation 
probabilities (i.e. the GMM class means, covariance matrices 
and prior class probabilities), so as to maximise the increase 
in the model's average log-likelihood. This process is iter- 
ated, using the Baum-Welch forward-backward algorithm to 
deduce revised model likelihoods for each training speech- 
sequence and, on the basis of these, using the Baum-Welch 
re-estimation formula to provide further updates to the adap- 
tive parameters. 

Each iteration ofthe conventional Baum-Welch re-estima- 
tion procedure can be broken down into five steps for every 
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GMM -based HMM: (a) applying the Baum-Welch forward- 
backward algorithm on every training speech-sequence, (b) 
the determination of what the updated values of the GMM 
class means should be for the next iteration, (c) the determi- 
nation of what the updated values of the GMM class covari- 
ance matrices should be for the next iteration, (d) the deter- 
mination of what the updated values of the GMM prior class 
probabilities should be for the next iteration, and (e) the 
determination of what the updated values of the HMM tran- 
sition probabilities should be for the next iteration. Thus, the 
Baum-Welch re-estimation procedure for optimising a 
GMM -based HMM can be thought of as a generalisation of 
the EM algorithm for optimising a GMM, but with the 
updated transition probabilities as an extra, fourth output. 

For certain applications, HMMs are employed that do not 
have their observation probabilities parameterised as GMMs, 
but instead use lower level HMMs. Thus, a hierarchy is 
formed that comprises at the top a “high level" HMM, and at 
the bottom a GMM, with each layer having its observation 
probabilities defined by the next stage down. This technique 
is common in subword-unit based speech recognition sys- 
tems, where the structure comprises two nested levels of 
HMM, with the lowest one having GMM based observation 
probabilities. 

The procedure for optimising the observation probabilities 
of a high-level HMM reduces to the conventional procedure 
for optimising both the transition probabilities and the obser- 
vation probabilities (i.e. the GMM parameters) of the ordi- 
nary HMMs at the lower level, which is as described above. 
The procedure for optimising the high-level HMM’s transi- 
tion probabilities is the same as the conventional procedure 
for optimising ordinary HMMs’ transition probabilities, 
which is as described above. 

HMMs can be stacked into multiple-level hierarchies in 
this way. The procedure for optimising the observation prob- 
abilities at any level reduces to the conventional procedure for 
optimising the transition probabilities at all lower levels com- 
bined with the conventional procedure for optimising the 
GMM parameters at the lowest level. The procedure for opti- 
mising the transition probabilities at any level is the same as 
the conventional procedure for optimising ordinary HMMs’ 
transition probabilities. Thus, the procedure for optimising 
hierarchical HMMs can be described in terms of recursive 
application of the conventional procedures for optimising the 
transition and observation probabilities of ordinary HMMs. 

Once the HMM's adaptive parameters have been opti- 
mised, the trained HMM may subsequently be used for iden- 
tifying the most likely of a set of alternative models of an 
observed sequence of input vectors—spectral vectors in the 
case of speech classification, and complex amplitude or 
image data in the case of radar and other images. This process 
conventionally is achieved using the Baum-Welch forward- 
backward algorithm, which computes the likelihood of gen- 
erating the observed sequence of input vectors from each of a 
set of alternative HMMs with different optimised transition 
and observation probabilities. 

The classification methods described above have certain 
disadvantages. When optimising the observation probabili- 
ties of the GMMs, and hence of the HMMs that may be 
hierarchically above them, as well as the transition probabili- 
ties of the HMM, there is a tendency for the optimisation to 
get caught in local minima, which prevents the system from 
achieving optimal classification. This can often be attributed 
to a tendency for class likelihood-PDFs to become “tangled 
up" with one another if they are free to become too highly 
anisotropic. Also, regarding speech recogniser technology, 
current recognisers are poorat capturing subtle variations and 
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intrinsic characteristics of real speech, such as the full, spe- 
cific variability of speakers’ vowels under very different 
speaking conditions. In particular, individual vowels occupy 
complex shapes in spectral vector space, and attempting to 
represent these shapes as Gaussian distributions, as is con- 
ventionally done, can lead to unfaithful representation of the 
speech sounds. 


SUMMARY OF THE INVENTION 


According to the present invention there is provided a 
signal processing system for processing a plurality of multi- 
element data encoding vectors, the system: 

having means for deriving the data encoding vectors from 

input signals; 

being arranged to process the data encoding vectors using 

a Gaussian Mixture Model (GMM), the GMM having at 
least one class mean vector having multiple elements; 


being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 


characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimisation 
procedure to provide for the class mean vector(s) to have 
constant modulus at each iteration, and to normalise the data 
encoding vectors input to the GMM. 

Preferably the moduli of the mean vectors of each of the 
GMMs are rescaled after each iteration of the optimisation 
procedure so that they are all of equal value. 

Most signal processing systems of the type discussed in 
this specification incorporate a GMM that represents the 
probability density function ofall data encoding vectors in the 
training sequence. The constraint of limiting the elements of 
the class mean vector to have constant modulus leads to 
simplified processing of the GMMs making up the signal 
processing system, as the class means of each GMM will lie 
on the surface of a hypersphere having dimensionality (n-1), 
where n is the dimension of an individual vector. 


Preferably a covariance matrix associated with the GMM is 
constrained so as to be isotropic and diagonal, and to have a 
variance constrained to be a constant value. This eliminates 
the possibility of certain classes of severe local minima asso- 
ciated with highly anisotropic Gaussian components, and so 
prevents such sub-optimal configurations from forming dur- 
ing the training process. Note that a covariance matrix that is 
so constrained may be regarded mathematically as a scalar 
value, and hence a scalar value may be used to represent such 
a covariance matrix. 


Eliminating certain classes of local minima, by employing 
the novel constraints of the present invention, may have very 
significant and novel extra advantages (over and above the 
need to limit or avoid local minima if possible) under certain 
circumstances. These circumstances occur whenever the 
probability distribution function (PDF) of the data-encoding 
vectors is invariant with respect to orthogonal symmetries 
such as permutation transformations. Eliminating certain 
classes of local minima by employing the novel constraints of 
the present invention may, under these circumstances, enable 
the class means of the GMM themselves to become symmet- 
ric under these same symmetry transformations after adapta- 
tion procedures such as the well-known expectation maximi- 
sation (EM) algorithm. This provides a means for such 
adaptation procedures to derive GMMs whose posterior class 
probabilities are invariant with respect to these same symme- 
try transformations; this attribute will be useful for producing 
transformation-robust pattern recognition systems. 
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Each GMM, and therefore GMM based HMM, has a set of 
prior class probabilities. Preferably the prior class probabili- 
ties associated with the GMM are constrained to be equal, and 
to remain constant throughout the optimisation procedure. 


Prior art signal processing systems incorporating GMMs 
generally avoid putting constraints on the model parameters; 
other than that covariance matrices are on occasion con- 
strained to be equal across classes, requirements are rarely 
imposed on the class means, covariance matrices, prior class 
probabilities and hidden-state transition probabilities other 
than that their values are chosen to make the average log- 
likelihood as large as possible. 


Preferably, each data encoding vector that is also an input 
vector, derived from the input signal during both training and 
classifying stages of using the GMM is constrained such that 
its elements x, are proportional to the square roots of the 
integrated power within different frequency bands. Advanta- 
geously, the elements of each such data encoding vector are 
scaled such that the squares of the elements ofthe vector sum 
to a constant value that is independent ofthe total power ofthe 
original input. 

Preferably each such data encoding vector is augmented 
with the addition of one or more elements representing the 
overall power in the vector. The scaling ofthe vector elements 
described above removes any indication of the power, so the 
additional element(s) provide the only indication of the 
power, or loudness, within the vector. Clearly, the computa- 
tion of the value of the elements representing power would 
need to be based on pre-scaled elements of the vector. 


Note that in this specification the terms "input vector" and 
“spectral vector" are used interchangeably in the context of 
providing an input to the lowest level ofthe system hierarchy. 
The vector at this level may represent the actual power spec- 
trum ofthe input signal, and hence be spectral coefficients, or 
may represent some modified form of the power spectrum. In 
practice, the input vector will generally represent a power 
spectrum ofa segment of a temporal input signal, but this will 
not be the case for all applications. Further processing of the 
temporal input signal is used in some applications, e.g. cosine 
transform. A “data encoding vector" is, within this specifica- 
tion, any vector that is used as an input to any level of the 
hierarchy, depending on the context, i.e. any vector that is 
used as the direct input to the particular level of the hierarchy 
being discussed in that context. A data encoding vector is thus 
an input vector only when it represents the information enter- 
ing the system at the lowest level of the hierarchy. 


Note also that normalising a vector is the process of res- 
caling all its elements by the same factor, in order to achieve 
some criterion defined on the whole vector of elements. What 
that factor is depends on the criterion chosen for normalisa- 
tion. A vector can generally be normalised by one of two 
useful criteria; one is to normalise such that the elements sum 
to a constant after normalisation, the other is to normalise 
such that the squares of the elements sum to a constant after 
normalisation. By the first criterion, the resealing factor 
should be proportional to the reciprocal of the sum of the 
values of the elements before normalisation. By the second 
criterion, the resealing factor should be proportional to the 
reciprocal of the square root of the sum ofthe squares of the 
values of the elements before normalisation. A vector of 
exclusive probabilities is an example of a vector normalised 
by the first criterion, such that the sum of those probabilities 
is 1. A (real-valued) unit vector is an example of a vector 
normalised according to the second criterion; the sum of the 
squares of the elements of a (real-valued) unit vector is 1. A 
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vector whose elements comprise the square roots of a set of 
exclusive probabilities is also an example of a vector norma- 
lised by the second criterion. 

Note that for the purposes of this specification, any refer- 
ence to GMMs should be taken to include Exponential Mix- 
ture Models (EMMs). EMMs, may be regarded as a special 
case of GMMs because one can derive equations and proce- 
dures for optimising simple EMMs and EMM based HMMs 
by setting constant the moduli |x! and Iw! of the GMM's 
data-encoding vector and class means respectively and con- 
structing the GMM’s covariance matrix to be isotropic in the 
conventional EM algorithm for simple GMMs or the conven- 
tional Baum-Welsh re-estimation procedure for GMM based 
HMMs. Nevertheless, the equations and procedures so 
derived are valid for EMMs even when Ixl and Iw! are not 
constant, and they constitute valid prescriptions for optimis- 
ing general EMMs. 

According to a further aspect ofthe present invention there 
is provided a signal processing system for processing a plu- 
rality of multi-element data encoding vectors, the system: 

having means for deriving the data encoding vectors from 

input signals; 

being arranged to process the data encoding vectors using 

a Gaussian Mixture Model (GMM) based Hidden 
Markov Model (HMM), the GMM based HMM having 
at least one class mean vector having multiple elements; 
being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 


characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimisation 
procedure to provide for the class mean vector(s) to have 
constant modulus at each iteration, and to normalise the data 
encoding vectors input to the GMM based HMM. 

The invention as described herein may equally well be 
applied to a system that employs only GMMs, or that employs 
GMM based HMMs, or indeed that employs GMM based 
HMMs whose data-encoding vectors are derived from the 
posterior class probabilities of separate, low level, GMMs. 

Note that the constraints and conditions that may be 
imposed on GMM parameters as discussed above, including 
the mean vectors and covariance matrix, and prior class prob- 
abilities, may also be imposed on equivalent parameters of the 
GMM based HMM. Likewise, the processing applied to data 
encoding vectors as described above for use with a GMM 
based system may equally well be applied to a GMM based 
HMM system. 

Certain applications, notably subword-unit based models, 
advantageously employ a HMM that uses as its observation 
probability a GMM constrained according to the current 
invention, wherein the HMM acts as the observation prob- 
ability for a further HMM. In this way, a hierarchy of HMMs 
can be built up, in the manner of the prior art, but with the 
difference that the constraints on the model parameters 
according to the current invention are applied at each level of 
the hierarchy. 

Advantageously, the hierarchy may incorporate two 
GMMs as two lower levels, with a HMM at the highest level. 
The lowest level GMM provides posterior probabilities as a 
data encoding vector to a second, higher level GMM. This 
second GMM provides observation probabilities toa HMM at 
the third level. This arrangement allows individual speech- 
sounds to be represented in the spectral-vector space not as 
individual Gaussian ellipsoids, as is conventional, but as 
assemblies of many smaller Gaussian hypercircles tiling the 
unit hypersphere, offering in the potential for more faithful 
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representation of highly complex-shaped speech-sounds, and 
thus improved classification performance. 

According to another aspect of the current invention there 
is provided a method of processing a signal, the signal com- 
prising a plurality of multi-element data encoding vectors, 
wherein the data encoding vectors are derived from an ana- 
logue or digital input, and where the method employs at least 
one Gaussian Mixture Model (GMM) or GMM based Hidden 
Markov Model (HMM), the GMM or GMM based HMM 
having at least one class mean vector having multiple ele- 
ments, and the elements of the class mean vector(s) are opti- 
mised in an iterative procedure, characterised in that the ele- 
ments of the class mean vectors are scaled during the 
optimisation procedure such that the class mean vectors have 
a constant modulus at each iteration, and the data encoding 
vectors input to the GMM or GMM based HMM are pro- 
cessed such that they are normalised. 

Note that the user(s) of a system trained according to the 
method ofthe current invention may be different to the user(s) 
who performed the training. This is due to the distinction 
between the training and the classification modes of the 
invention 

According to another aspect of the current invention there 
is provided a computer program designed to run on a com- 
puter and arranged to implement a signal processing system 
for processing one or more multi-element input vectors, the 
system: 

having means for deriving the data encoding vectors from 

input signals; 

being arranged to process the data encoding vectors using 

at least one of a Gaussian Mixture Model (GMM) and a 
GMM based Hidden Markov Model (HMM), the GMM 
or GMM based HMM having at least one class mean 
vector having multiple elements; 

being arranged to process the elements of the class mean 

vector(s) by an iterative optimisation procedure; 


characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimisation 
procedure to provide for the class mean vector(s) to have 
constant modulus at each iteration, and to normalise the data 
encoding vectors input to the GMM or GMM based HMM. 
The present invention can be implemented on a conven- 
tional computer system. A computer can be programmed to so 
as to implement a signal processing system according to the 
current invention to run on the computer hardware. 
According to another aspect of the current invention there 
is provided a speech recogniser incorporating a signal pro- 
cessing system for processing one or more multi-element 
input vectors, the recogniser: 
having means for deriving the data encoding vectors from 
input signals; 
being arranged to process the data encoding vectors using 
at least one of a Gaussian Mixture Model (GMM) and a 
GMM based Hidden Markov Model (HMM), the GMM 
or GMM based HMM having at least one class mean 
vector having multiple elements; 
being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 


characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimisation 
procedure to provide for the class mean vector(s) to have 
constant modulus at each iteration, and to normalise the data 
encoding vectors input to the GMM or GMM based HMM. 
A speech recogniser may advantageously incorporate a 
signal processing system as described herein, and may incor- 
porate a method of signal processing as described herein. 
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8 
DESCRIPTION OF THE FIGURES 


The current invention will now be described in more detail, 
by way of example only, with reference to the accompanying 
Figures, of which: 

FIG. 1 diagrammatically illustrates a typical hardware 
arrangement suitable for use with the current invention when 
implemented in a speech recogniser. 

FIG. 2 shows in block diagrammatic form the conventional 
re-estimation procedure adopted by the prior art systems 
employing GMM or HMM based classifiers; 

FIG. 3 shows in block diagrammatic form one of the pre- 
processing stages carried out on input vectors based on 
frames of speech, relating to the frame’s spectral shape; 

FIG. 4 shows in block diagrammatic form a further pre- 
processing stage carried out on the input vectors relating to 
the overall loudness of a frame of speech; 

FIG. 5 shows in block diagrammatic form the modified 
re-estimation procedure of GMMs or ordinary, or hierarchical 
HMMs as per the current invention; 

FIG. 6 shows in more detail the class mean re-scaling 
constraint shown in FIG. 5; 

FIG. 7 shows in block diagrammatic form the implemen- 
tation of a complete system; and 

FIG. 8 shows graphically one advantage of the current 
invention using the example of a simplified three dimensional 
input vector space. 


DESCRIPTION OF A PREFERRED 
EMBODIMENT 


The current invention would typically be implemented on 
a computer system having some sort of analogue input, an 
analogue to digital converter, and digital processing means. 
The digital processing means would comprise a digital store 
and a processor. As shown in FIG. 1, a speech recogniser 
embodiment typically has a microphone 1 acting as a trans- 
ducer from the speech itself, the electrical output of which is 
fed to an analogue to digital converter (ADC) 2. There may 
also be some analogue processing before the ADC (not 
shown). The ADC feeds its output to a circuit 3 that divides 
the digital signal into 10 ms slices, and carries out a spectral 
analysis on each slice, to produce a spectral vector. These 
spectral vectors are then fed into the signal processor 4, in 
which is implemented the current invention. The signal pro- 
cessor 4 will have associated with it a digital storage 5. Some 
applications may have as an input a signal that has been 
digitised at some remote point, and so wouldn't have the 
ADC. Other hardware configurations are also possible within 
the scope of the current invention. 

A typical signal processing system ofthe current invention 
will comprise a simple GMM and a GMM-based HMM, 
together used to classify an input signal. Before either of 
those models can be used for classification purposes, they 
must first be optimised, or trained, using a set of training data. 
There are thus two distinct modes of operation of a classifi- 
cation model: the training phase, and the classification phase. 

FIG. 2 shows generically the steps used by prior art systems 
in training both a GMM and a HMM based classifier. FIG. 2 
depicts the optimisation of hierarchical GMM-based HMMs 
as well as the optimisation of ordinary GMM-based HMMs 
and simple GMMs, because the steps relating to initialising 
and re-estimating HMM transition probabilities relate to the 
initialisation and re-estimation of HMM transition probabili- 
ties at all levels of the hierarchy. The flow chart is entered 
from the top when it is required to establish an improved set 
of parameters in the model to improve the classification per- 
formance. First the various classes need to be initialised, these 
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being the class means, class covariance matrices and prior 
class probabilities. HMMs have the additional step of initial- 
ising the transition probabilities. These initialisation values 
may be random, or they may be a “best guess" resulting either 
from some previous estimation procedure or from some other 
method. 

These initialisations form the adaptive parameters for the 
first iteration of the training procedure, which proceeds as 
follows. Àn data encoding vector or vector sequence (for the 
HMM case) from the training sequence is obtained, and pro- 
cessed using a known re-estimation procedure. For GMMs 
the EM algorithm is often used, and for HMMs the Baum- 
Welch re-estimation procedure is commonplace. This is the 
inner loop of the re-estimation procedure, and is carried out 
for all data encoding vectors in the training sequence. 

Following this, the information gained during the inner 
loop processing is used to compute the new classes and, for 
the HMM case, the new transition probabilities. Convergence 
ofthis new data is tested by comparing it with the previous set 
or by judging whether the likelihood function has achieved a 
stable minimum, and the process re-iterated if necessary 
using the newly computed data as a starting point. 


Moving to the current invention, one embodiment of the 
current invention applied to speech recognition employs a 
modified spectral vector that is pre-processed in a manner that 
is different from the conventional log-power representation of 
the prior art. The spectral vector itself comprises a spectral 
representation of a 10 ms slice of speech, divided up into 
typically 25 frequency bins. 


The objective of the first stage ofthe pre-processing is that 
elements x, (i71, . . . , m) of the n-dimensional (mz n) spectral 
vector x should be proportional to the square roots VPi of 
integrated power P, within different frequency bands, rather 
than the conventional logarithms of integrated power within 
different frequency bands. Further, elements x, (171, ..., m) 
should be scaled such that their squares should sum to a 
constant A that is independent of the total power integrated 
across all frequency bands within the frame corresponding to 
that spectral vector. Thus, if the frame is sampled into m 
frequency bands, m of the elements x, of the n-dimensional 
(mzn) spectral vector x should satisfy 


(Equation 1) 


The value ofthe constant A has no functional significance; 
all that matters is that it doesn't change from one spectral 
vector to the next. The advantage of this normalised square 
root power representation for spectral vectors is that the 
degree of match of the shape of spectral vector x, (171, ..., m), 
compared with a class mean vector w, (1-1, . . . , n), is then 
proportional to the scalar product 


XiWi, 


m 
i=l 


irrespective of the modulus (vector length) of the template. 
This provides the freedom to constrain the modulus of the 
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template without losing the functionality of being able to 
determine the degree of match of the template by computing 
the scalar product. 

The steps involved in the novel encoding of spectral vectors 
are represented in the flow diagram of FIG. 3 and listed as 
follows (a-e). After (a) choosing a value for the constant A to 
be used for all frames of speech, (b) the first step to be applied 
for each individual frame of speech is the same as the con- 
ventional process for conducting a spectral analyisis in order 
to obtain m values of the integrated power P, (i=1,..., m) 
within m different frequency bands spanning the audible fre- 
quency range. Then, instead of taking the logarithms of these 
power-values as is conventional in the prior art, (c) their sum 


$», 
Jl 
and (d) their square roots VPi (i=l, . . . , m) are computed. (e) 


each square-root value VPi is then divided by the square root 
of total power 


(and multiplied by a constant scaling factor A as desired) to 
obtain elements x, (i=1, . . . , m) of the novel encoding of the 
spectral vector defined by equation 1. 

As a second part of the pre-processing of the spectral 
vectors, the vector is also augmented with the addition of 
extra elements that represent the overall loudness of the 
speech at that frame, i.e. the total power 


m 
» 


j=l 


integrated across all frequency bands. 


This is particularly useful in conjunction with the novel 
way of encoding spectral shape defined by equation 1. This is 
because elements x, (171, . . . , m) defined by equation 1 are 
clearly independent of the overall loudness 


Es 


jd 


and therefore encode no information about it, so those m 
elements need to be augmented with additional information if 
the spectral vector is to convey loudness information. 


In the current embodiment, two extra elements x,,,, and 
X,,,? are added to the spectral vector, beyond the m elements 
used to encode the spectral shape. Thus the spectral vector 
will have n=m+2 dimensions. These two elements depend on 
the overall loudness 


m 
Ley Pj 


fl 
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in the following way: 


fü 


v UGOP + [COP 


(Equation 2) 
Xm =B 


gh 


V UGOP + [COP 


Xm+2 = B 


where f( ) and g( ) are two (different) functions of the overall 
loudness L, and B is a constant. The significance of B is that 
the ratio B/A determines the relative contributions to the 
squared modulus 


made by the two subsets of elements (i=m+1, m+2) and 
(i=1, . . . , m); the values of these contributions are clearly B? 
and A? respectively. The ratio B/A may therefore be used to 
control the relative importance assigned to overall loudness 
and spectral shape in the coding of spectral vectors; for 
example, choosing B=0 assigns no importance to overall 
loudness, while choosing similar values of A and B assigns 
similar importance to both aspects ofthe speech. The value of 
A?+B? can be chosen to be 1 for simplicity, which will make 
the squared modulus 


equal to 1 for all spectral vectors regardless of their speech 
content. 


The advantages of this novel representation of loudness are 
(a) that the moduli of all spectral vectors will have the same 
constant value regardless of overall loudness, which frees one 
to constrain the moduli of templates (class means) 
W-(W;,..., W,,), as is proposed in the main claims, and (b) 
that the ratio B/A may be used to control the relative impor- 
tance assigned to overall loudness and spectral shape in the 
coding of spectral vectors. Possible choices for the functions 
f( ) and g( ) include 


_.. (# lgL- logg” (Equation 3) 
f= si 5 logt - Ew 

x logL-logL" 
gD) = ex Tog —logr^" c 


where L"? and L” are constants chosen to correspond to the 
quietest and loudest volumes (total integrated power) typi- 
cally encountered in individual frames of speech. 
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Useful values for the pair of constants (A,B) are (1,0), 


Gs) = We E) 


which all satisfy A? B?-1. 


Once functions f( ) and g( ) and constants B, L”” and L'"^*, 
to be used for all frames of speech, have been chosen, the 
steps involved in the process required to incorporate the loud- 
ness encoding as described above are shown in FIG. 4. The 
process involves (a) summing the integrated powers P, within 
m frequency ranges i71, ..., m for each frame of speech to 
obtain the overall loudness L for that frame of speech, (b) 
evaluating the two extra elements x,,, , and x,, ,  forthat frame 
of speech according to equation 2, and (c) for that frame of 
speech appending the two extra elements to the m elements 
obtained from the process of FIG. 4 to obtain an n-m42 
dimensional spectral vector incorporating the novel encod- 
ings of spectral shape and loudness. 


The steps as shown in FIGS. 3 and 4 comprise the pre- 
processing of the spectral vectors according to the embodi- 
ment of the current invention. 


The input vectors pre-processed as described above are 
used when optimising the various parameters of the GMMs 
and GMM-based HMMs. The inner loop of the optimisation 
procedure, as described in relation to FIG. 1 above, is done 
using convention methods such as EM re-estimation and 
Baum-Welch re-estimation, respectively. Further novel 
stages are concerned with applying constraints to the param- 
eters in between iterations of this inner loop. 


FIG. 5 shows the re-estimation procedure of the current 
invention, with additional processes present as compared to 
that shown in FIG. 2. These additional processes relate to the 
initialisation of the classes before the iterative part of the 
procedure starts, and to the resealing of the class means 
following each iteration to take into account the constraints to 
be imposed. Note that for the HMM case the transition prob- 
ability processing is unchanged from the prior art. 


One of the constraints applied in between iterations of the 
inner loop is concerned with the class mean vectors of the 
GMM or HMM. The constraint takes the form of re-scaling 
the set of n-dimensional vectors w;-(w;. . . . W) which 
represent the class means. 


This constraint is applied to all the class means, as soon as 
they have been re-estimated, every time they are re-estimated 
(by the EM or Baum-Welch re-estimation procedures for 
example), and also when they are first initialised (see FIG. 5). 
These extra steps, illustrated in the flow diagram of FIG. 5, are 
(a)by summing the squares of its elements and then taking the 
square root of the sum, the modulus Iw! of each of the N 
re-estimated class means w, is first computed as 


n 
bol = J Dwi 
E 


for all N classes j=1, . . . , N; (b) after computing the modulus 
Iw, of each re-estimated class mean, all the elements of each 
class mean are divided by that corresponding modulus, i.e. 


(Equation 4) 
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Wis 
wj DI for all elements i= 1, ... , n of all 
wj 


(Equation 5) 


GMM classes j21,.... N 


These steps have the effect or re-scaling all the class means 
w, to constant modulus D until the next iteration of their 
re-estimation, after which they are re-scaled again to constant 
modulus D by applying these steps again, as depicted in FIG. 
5. The value of the constant D is preferably set equal to the 
modulus Ixl of the data vectors x. (For example, for a GMM 


receiving input data having moduli IxI-V A?4B?, the value of 


D should be set equal to V A?4B?.) 

The advantages of re-scaling the class means to constant 
modulus are that this encourages speech recognition algo- 
rithms to adopt novel encodings of speech data that may 
improve speech classification performance (such as hierar- 
chical sparse coding), and that it may reduce the vulnerability 
of speech recognition algorithms to becoming trapped in 
undesirable sub-optimal configurations (*local minima") dur- 
ing training. These advantages result from the fact that the 
dynamics of learning have simplified degrees of freedom 
because the class means are constrained to remain on a hyper- 
sphere (of radius D) as they adapt. 

Re-scaling class means w, to constant modulus is particu- 
larly appropriate in conjunction with scaling data vectors x to 
constant modulus. This is because the degree of match 
between a data vector x and a class mean w, can then deter- 
mined purely by computing the scalar product w;x. 

Further to this embodiment of the current invention, the 
covariance matrices C, of the Gaussian distributions that con- 
stitute the GMMs are constrained to be isotropic and of con- 
strained variance V, i.e. they are not optimised according to 
the conventional re-estimation procedures for covariance 
matrices (such as the EM algorithm for GMMs and the Baum- 
Welch procedure for GMM-based HMMs), but are defined 
once and for all in terms of the isotropic Identity Matrix I and 
the constrained variance V by 


CVI for all classes j=1,...,N (Equation 6) 


V 1s a free parameter chosen (for example by trial and 
error) to give the speech recognition system best classifica- 
tion performance; V must be greater than zero, as a covariance 
matrix has non-negative eigenvalues, and V is preferably 
significantly smaller than the value of D?. The benefit of 
setting V much smaller than D? is that it leads to a sparse 
distribution of the first level simple GMM’s posterior prob- 
abilities, which in the main embodiment feed the data encod- 
ing vector space of the GMM-based HMM at the second 
level. This is because each Gaussian component of the first 
level simple GMM will individually only span a small area on 
the spectral vector hypersphere. 

This process for choosing covariance matrices involves the 
following steps: (a) choosing a value for the constant of 
proportionality V so as to optimise the classification perfor- 
mance, for example by trial and error, (b) setting all the 
diagonal elements ofthe class covariance matrices equal to V, 
and (c) setting all the off-diagonal elements of the class cova- 
riance matrices equal to zero. Thus, the covariance matrix 
according to this embodiment of the present invention is both 
isotropic and diagonal. 

Used in conjunction with the above techniques for con- 
straining the moduli of data vectors x and class means w,, 
constraining the class covariances in this way gives the 
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advantage of encouraging speech recognition algorithms to 
adopt novel encodings of speech data that may improve 
speech recognition performance (such as hierarchical sparse 
coding), and reducing the vulnerability of speech recognition 
algorithms to becoming trapped in undesirable sub-optimal 
configurations (‘local minima’) during training. Sparse cod- 
ing results from representing individual speech-sounds as 
assemblies of many small isotropic Gaussian hypercircles 
tiling the unit hypersphere in the spectral-vector space, offer- 
ing in the potential for more faithful representation of highly 
complex-shaped speech-sounds than is permitted by repre- 
sentation as a single anisotropic ellipsoid, and thus improved 
classification performance. 

Because this constraint does away with the need for the 
conventional unconstrained re-estimation of the covariance 
matrices, FIG. 5’s modified procedure for optimising GMMs 
does not involve re-estimation of covariance matrices as does 
the conventional procedure of FIG. 2. 

In the case wherein the covariance matrix is constrained to 
be isotropic, it is well known that each class likelihood of a 
GMM (from which the GMM’s posterior probabilities are 
derived via the well-known Bayes’ theorem) is calculated 
from the modulus of the vector difference Ix-w! between the 
data-encoding vector x and the appropriate class mean w. It is 
well known that these quantities can be derived from the 
scalar product x-w of the data-encoding vector x and the class 
mean w, from the relation Ix-wl?^-IxI?-|w|?-2x:w. In the case 
of an exponential mixture model, the class likelihoods are 
computed directly from the scalar product x-w. In cases where 
a set {w} of N class means are equivalent to one another by 
translation transformations (such as 2-dimensional transla- 
tions in an image plane in cases when the data-encoding 
vectors represent images or 1-dimensional translations in 
time in cases when the data-encoding vectors represent 1-di- 
mensional time signals), the well-known “correlation theo- 
rem" provides a much more computationally efficient means 
of calculating the corresponding set {x-w} of N scalar prod- 
ucts with a given data-encoding vector x than is provided by 
performing N scalar product operations explicitly; the 
equivalent result may instead be obtained by computing the 
inverse Fourier transform of the component-wise product of 
the Fourier transform of x with the direction-reverse of the 
Fourier transform of w. In this way the desired result {x-w} 
may be obtained in the order of N-log(N) steps instead of N? 
steps. Further details of this can be found in the prior art of C. 
J. S. Webber, “Signal Processing Technique", PCT publica- 
tion No. WO 01/61526. The present invention may be applied 
to GMMs and/or GMM-based HMMs regardless of whether 
or not the correlation theorem is used to accelerate the com- 
putation of a such a set of translation-related scalar products 
{x-w}. 

A further constraint imposed on this embodiment of the 
current invention relates to the choice of prior class probabili- 
ties. The N prior probabilities Pr(j) for the GMM classes 
j=l, ..., N may be constrained to be constants, i.e. not 
optimised according to the conventional re-estimation proce- 
dures for prior class probabilities (such as the EM algorithm 
for GMMs and the Baum-Welch procedure for GMM-based 
HMMs), but are defined once and for all by the step of setting 


Pr(j)-VN for all classes j=1,..., N (Equation 7) 


Used in conjunction with the above innovations for con- 
straining the moduli of data vectors x, class means w, and the 
covariance matrices C;, constraining the prior class probabili- 
ties in this way gives the advantage of reducing the vulner- 
ability of speech recognition algorithms to becoming trapped 
in undesirable sub-optimal configurations (‘local minima’) 
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during training. Because this innovation does away with the 
need for the conventional unconstrained re-estimation of the 
prior class probabilities, FIG. 5's modified procedure for 
optimising GMMs does not involve re-estimation of prior 
class probabilities as does the conventional procedure of FIG. 
2. 

It will be understood by people skilled In the relevant arts 
that the constraints applied to a GMM or HMM as described 
above in the training phase of the model will equally need to 
be applied during the classifying phase of use of the models. 
Ifthey were employed during training, the steps for encoding 
spectral shape and overall loudness according to the present 
invention as described above will need to be applied to every 
spectral vector of any new speech to be classified. 

Animplementation ofthe invention, which combines all of 
the constraints detailed above, is illustrated in FIG. 6. This 
implementation uses conventional spectral analysis of each 
frame of speech, followed by novel steps described above to 
encode both spectral shape and overall loudness into each 
spectral vector and to scale every spectral vector' s modulus to 
the constant value of 1. The parameters A and B are both set 
to equal 1/V2 and D is set equal to 1. 

Such unit-modulus spectral vectors are input to a GMM 
having a hundred Gaussian classes (N=100), with class 
means all constrained to have moduli equal to 1, with class 
prior probabilities all constrained to have constant and equal 
values of ^00, and covariance matrices constrained to be 
isotropic and to have constant variances (i.e. not re-estimated 
at each iteration according to a procedure such as the EM 
algorithm). A good choice for that constant variance V has 
been found to be 0.01, although other values could be chosen 
by trial and error so as to give best speech classification 
performance of the whole system; the right choice for V will 
lie between 0 and 1. For each spectral vector input to this 
GMM, posterior probabilities for the classes are computed in 
the conventional way. 

Each set of GMM posterior probabilities computed above 
for each spectral vector are used to compute unit-modulus 
data-encoding vectors for input to an ordinary GMM-based 
HMM by taking the square roots ofthose posterior probabili- 
ties. 

These unit-modulus data-encoding vectors are input to the 
HMM as observation vectors. The class means of the Gaus- 
sian mixture that constitutes the parameterisation of the 
HMM’s observation probabilities are all constrained to have 
moduli equal to 1. The number N of Gaussian classes used to 
parameterise the HMM's observation probabilities is chosen 
by trial and error so as to give best speech classification 
performance of the whole system. The prior probabilities of 
those classes are then determined by that choice of N; they are 
all constrained and set equal to 1/N. The covariance matrices 
of those classes are all constrained to be isotropic and to have 
constant variances (ie. not re-estimated unconstrained 
according to a procedure such as the EM algorithm). The 
choice of that constant variance V would be determined by 
trial and error so as to give best speech classification perfor- 
mance of the whole system; the right choice for V will lie 
between 0 and 1. 

The preferred implementation ofthe invention can be oper- 
ated in training mode and classification mode. In classifica- 
tion mode, the HMM is used to classify the input observation 
vectors according to a conventional HMM classification 
method (Baum-Welch forward-backward algorithm or Vit- 
erbi algorithm), subject to the modifications described above. 

Intraining mode, (a) the GMM is optimised for the training 
of unit-modulus spectral vectors (encoded as described 
above) according to a conventional procedure for optimising 
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GMM class means (e.g. the EM re-estimation algorithm), 
subject to the innovative modifications to re-scale the GMM 
class means to have constant moduli equal to 1, and to omit 
the conventional steps for re-estimating the GMM class cova- 
riance matrices and prior class probabilities. (b) Once the 
GMM has been optimised, it is used as described above to 
compute a set of data-encoding vectors from the training set 
of speech spectral vectors. (c) This set of data-encoding vec- 
tors is then used for training the HMM according to a con- 
ventional procedure for optimising HMM class means (e.g. 
the Baum-Welch re-estimation procedure), subject to the 
innovative modifications to re-scale the HMM class means to 
have constant moduli equal to 1, and to omit the conventional 
steps for re-estimating the HMM class covariance matrices 
and prior class probabilities. No modification is made to the 
conventional steps for re-estimating HMM transition prob- 
abilities; the conventional Baum-Welch re-estimation proce- 
dure may be used for re-estimating HMM transition prob- 
abilities. 

FIG. 8 illustrates the advantage of employing the con- 
straints of the current invention. This shows a spectral vector 
X=(X,, X5, X3), where Ixl-1. Constraining this spectral vector, 
e.g. 101 into having a constant modulus has the implication 
that the class means 102 will all lie on the surface of a 
hypersphere. In the case shown the hypersphere has two 
dimensions, and so is an ordinary 2-sphere 103 in an ordinary 
three-dimensional space. Constraining the covariance matri- 
ces to be isotropic and diagonal has the effect that the indi- 
vidual classes will project onto this hypersphere in the form of 
circles 104. This arrangement allows individual speech- 
sounds to be represented in the spectral-vector space not as 
individual Gaussian ellipsoids, as is conventional, but as 
assemblies 105 of many smaller Gaussian hypercircles 104 
tiling the unit hypersphere 103, offering in the potential for 
more faithful representation of highly complex-shaped 
speech-sounds, and thus improved classification perfor- 
mance. Each class (hypercircle) eg 104 will span just a small 
area within the complex shape that delimits the set of all 
spectral vectors (which must all lie on the spectral-vector 
hypersphere 103) that could correspond to alternative pro- 
nunciations of a particular individual speech-sound; collec- 
tively, many such classes 104 will be able to span that whole 
complex shape much more faithfully than could a single, 
anisotropic ellipsoid as is conventionally used to represent an 
individual speech sound. Other sets of Gaussian classes 
within the same mixture model will be able to span parts of 
other complex shapes on the spectral vector hypersphere, i.e. 
ofother speech sounds. The posterior probabilities associated 
with each of these Gaussian classes (hypercircles) is a mea- 
sure of how close the current spectral vector is (on the spec- 
tral-vector hypersphere) to the corresponding Gaussian class 
mean 102 (hypercircle centre). Learning which sets of classes 
correspond to which speech sounds, on the basis of all the 
temporal correlations between them that are present in the 
training speech sequences, is the function of the GMM-based 
HMM, whose inputs are fed from the set of all those posterior 
probabilities. 


To use an analogy, a large number of hypercircles helps one 
to avoid local minima far better than would a small number of 
anisotropic ellipsoids, for effectively the same reason that a 
bunch of sticks gets tangled more easily than a tray of 
marbles. (In this analogy, minimising the total gravitational 
potential of the set of marbles plays the analogous role to 
maximising the model likelihood.) Similarly, one can map 
out highly complex shapes much more faithfully by using a 
lot of marbles than by using a few sticks. 
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The skilled person will be aware that other embodiments 
within the scope of the invention may be envisaged, and thus 
the invention should not be limited to the embodiments as 
herein described. 
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The invention claimed is: 

1. A signal processing system for processing a plurality of 
multi-element data encoding vectors, the system: 

having means for deriving the data encoding vectors from 

input signals; 
being arranged to process the data encoding vectors using 
a Gaussian Mixture Model (GMM) based Hidden 
Markov Model (HMM), the GMM based HMM having 
atleast one class mean vector having multiple elements; 

being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 

characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimi- 
sation procedure to provide for the class mean vector(s) 
to have constant modulus at each iteration, and to nor- 
malise the data encoding vectors input to the GMM 
based HMM. 

2. A system as claimed in claim 1 wherein the GMM based 
HMM has a covariance matrix, the elements of which remain 
constrained during the optimisation procedure such that the 
matrix is isotropic and diagonal, and the value ofthe non zero 
diagonal elements remain constant throughout the optimisa- 
tion procedure. 

3. A system as claimed in claim 1 wherein prior class 
probabilities associated with the GMM based HMM are con- 
strained to be equal, and to remain unchanged throughout the 
optimisation procedure. 

4. A system as claimed in claim 1 wherein the data encod- 
ing vectors are normalised such that the vectors have equal 
moduli. 

5. A system as claimed in claim 4 wherein the modulus of 
each data encoding vector is independent of the overall spec- 
tral power in the vector. 

6. A system as claimed in claim 4 wherein elements form- 
ing spectral coefficients of a data encoding vector are 
arranged to be individually proportional to the square root of 
the power in their corresponding spectral band divided by the 
square root of the overall power contained in spectral bands 
represented in the vector. 

7. A system as claimed in claim 4 wherein the system is 
arranged to add at least one additional element to each data 
encoding vector, wherein the added element(s) encode the 
overall power contained in spectral bands represented in the 
vector. 

8. A system as claimed in claim 7 wherein the system is 
arranged to add two elements to each data encoding vector to 
represent the overall power in spectral bands, these two ele- 
ments arranged such that the sum oftheir squares is a constant 
across all data encoding vectors that represent the spectrum of 
the input signal. 

9. À system as claimed in claim 1 wherein the GMM based 
HMM provides the observation probabilities for a higher 
level HMM. 

10. A system as claimed in claim 1 wherein the derivation 
ofthe data encoding vectors from the input signal involves the 
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18 
use of a low level GMM, whereby this low level GMM pro- 
vides the data encoding vectors to the GMM based HMM that 
comprise elements derived from the low level GMM's pos- 
terior probabilities. 

11. A system as claimed in claim 10 wherein elements of 
the data encoding vectors input from the low level GMM to 
the GMM based HMM are proportional to the square root of 
posterior probabilities of the low level GMM. 

12. A system as claimed in claim 10 wherein elements of 
the data encoding vectors input from the low level GMM to 
the GMM based HMM are proportional to posterior prob- 
abilities of the low level GMM. 

13. A system as claimed in claim 9 wherein the constant 
values for the modulus of each of the class mean vectors may 
be different at each level. 

14. A signal processing system for processing a plurality of 
multi-element data encoding vectors, the system: 

having means for deriving the data encoding vectors from 

input signals; 

being arranged to process the data encoding vectors using 

a Gaussian Mixture Model (GMM), the GMM having at 

least one class mean vector having multiple elements; 

being arranged to process the elements of the class mean 

vector(s) by an iterative optimisation procedure; 
characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimisation 
procedure to provide for the class mean vector(s) to have 
constant modulus at each iteration, and to normalise the data 
encoding vectors input to the GMM. 

15. A system as claimed in claim 14 wherein the GMM has 
a covariance matrix, the elements of which remain con- 
strained during the optimisation procedure such that the 
matrix is isotropic and diagonal, and the value ofthe non zero 
diagonal elements remain constant throughout the optimisa- 
tion procedure. 

16. A system as claimed in claim 14 wherein prior class 
probabilities associated with the GMM are constrained to be 
equal, and to remain unchanged throughout the optimisation 
procedure. 

17. A system as claimed in claim 14 wherein the data 
encoding vectors are normalised such that the vectors have 
equal moduli. 

18. A system as claimed in claim 17 wherein the modulus 
of each data encoding vector is independent of the overall 
spectral power in the vector. 

19. A system as claimed in claim 17 wherein elements 
forming spectral coefficients of a data encoding vector are 
arranged to be individually proportional to the square root of 
the power in their corresponding spectral band divided by the 
square root of the overall power contained in spectral bands 
represented in the vector. 

20. A system as claimed in claim 17 wherein the system is 
arranged to add at least one additional element to each data 
encoding vector, wherein the added element(s) encode the 
overall power contained in spectral bands represented in the 
vector. 

21. A system as claimed in claim 20 wherein the system is 
arranged to add two elements to each data encoding vector to 
represent the overall power in spectral bands, these two ele- 
ments arranged such that the sum of their squares is a constant 
across all data encoding vectors that represent the spectrum of 
the input signal. 

22.A system as claimed in claim 14 wherein the derivation 
ofthe data encoding vectors from the input signal involves the 
use ofa second, low level GMM, whereby this second GMM 
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provides the data encoding vectors to the original GMM that 
comprise elements derived from the second GMM's posterior 
probabilities. 

23. A system as claimed in claim 22 wherein elements of 
the data encoding vectors input from the second GMM to the 
original GMM are proportional to the square root of posterior 
probabilities of the second GMM. 

24. A system as claimed in claim 22 wherein elements of 
the data encoding vectors input from the second GMM to the 
original GMM are proportional to posterior probabilities of 
the second GMM. 

25. A system as claimed in claim 22 wherein the constant 
values for the modulus of each of the class mean vectors may 
be different at each level. 

26. A method of processing a signal, the signal comprising 
a plurality of multi-element data encoding vectors, wherein 
the data encoding vectors are derived from an analogue or 
digital input, and where the method employs at least one 
Gaussian Mixture Model (GMM) or GMM based Hidden 
Markov Model (HMM), the GMM or GMM based HMM 
having at least one class mean vector having multiple ele- 
ments, and the elements of the class mean vector(s) are opti- 
mised in an iterative procedure, characterised in that the ele- 
ments of the class mean vectors are scaled during the 
optimisation procedure such that the class mean vectors have 
a constant modulus at each iteration, and the data encoding 
vectors input to the GMM or GMM based HMM are pro- 
cessed such that they are normalised. 

27. A method as claimed in claim 26 wherein a covariance 
matrix within the GMM or GMM based HMM has one or 
more elements, all of which are constrained during the opti- 
misation procedure such that the matrix is isotropic and 
diagonal, and the value of its non zero elements remain con- 
stant throughout the optimisation procedure. 

28. A method as claimed in claim 26 wherein prior class 
probabilities associated with the GMM or GMM based HMM 
are constrained to be equal, and to remain unchanged 
throughout the optimisation procedure. 

29. A method as claimed in claim 26 wherein the data 
encoding vectors are scaled in a pre-processing stage before 
being input to the GMM or GMM based HMM, such that the 
moduli of all data encoding vectors are equal. 

30. A method as claimed in claim 29 wherein the modulus 
of each data encoding vector is independent of the overall 
power in the vector. 

31. A method as claimed in claim 29 wherein elements 
forming spectral coefficients of a data encoding vector are 
arranged to be individually proportional to the square root of 
the power in their corresponding spectral band, divided by the 
square root of the overall power contained in spectral bands 
represented in the vector. 

32. A method as claimed in claim 29 wherein at least one 
additional element is added to each data encoding vector, 
wherein the added element(s) encode the overall power con- 
tained in spectral bands represented in the vector. 

33. A method as claimed in claim 32 wherein two elements 
are added to each data encoding vector to represent the overall 
power in spectral bands, these two elements arranged such 
that the sum of their squares is a constant across all input 
vectors that represent the spectrum of the input signal. 
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34. A method as claimed in claim 26 wherein the GMM or 
GMM based HMM provides the observation probabilities for 
a higher level HMM. 

35. A methodas claimed in claim 26 wherein the derivation 
ofthe data encoding vectors from the input signal involves the 
use of a low level GMM, whereby this low level GMM pro- 
vides the data encoding vectors to the GMM or GMM based 
HMM that comprise elements derived from the low level 
GMMWM’s posterior probabilities. 

36. A method as claimed in claim 35 wherein elements of 
the data encoding vectors input from the low level GMM to 
the GMM or GMM based HMM are proportional to the 
square root of posterior probabilities of the low level GMM. 

37. A method as claimed in claim 35 wherein elements of 
the data encoding vectors input from the low level GMM to 
the GMM or GMM based HMM are proportional to posterior 
probabilities of the low level GMM. 

38. A method as claimed in claim 34 wherein the constant 
values for the modulus of each of the class mean vectors may 
be different at each level. 

39. A signal processing system that has been trained 
according to the method as described in claim 26. 

40. A computer programmed to implement a signal pro- 
cessing system for processing one or more multi-element 
input vectors, the system: 

having means for deriving the data encoding vectors from 

input signals; 
being arranged to process the data encoding vectors using 
a at least one of a Gaussian Mixture Model (GMM) and 
a GMM based Hidden Markov Model (HMM), the 
GMM or GMM based HMM having at least one class 
mean vector having multiple elements; 
being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 

characterised in that the system is also arranged to scale the 
elements ofthe class mean vector(s) during the optimi- 
sation procedure to provide for the class mean vector(s) 
to have constant modulus at each iteration, and to nor- 
malise the data encoding vectors input to the GMM or 
GMM based HMM. 

41. A speech recogniser incorporating a signal processing 
system for processing one or more multi-element input vec- 
tors, the recogniser: 

having means for deriving the data encoding vectors from 

input signals; 
being arranged to process the data encoding vectors using 
at least one of a Gaussian Mixture Model (GMM) and a 
GMM based Hidden Markov Model (HMM), the GMM 
or GMM based HMM having at least one class mean 
vector having multiple elements; 
being arranged to process the elements of the class mean 
vector(s) by an iterative optimisation procedure; 

characterised in that the system is also arranged to scale the 
elements of the class mean vector(s) during the optimi- 
sation procedure to provide for the class mean vector(s) 
to have constant modulus at each iteration, and to nor- 
malise the data encoding vectors input to the GMM or 
GMM based HMM. 
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